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Overview

The SXP-320A / SXP-325A are interface converters that
allow Centronics and RS-232 devices Lo communicale
with each other {a compuler with an BS-232 output to a
Centronics printer, for example),

Both units are bidirectional enabling you to converl from
senal to patallel or parallel to gerial. The primary difference
between them is that the SXP-325A is configured with 512
KE of memory allowing it to serve as a printer buffer.

whereas the SXP-3204A has no memary.

These two way converters provide a DB-25 KS8-232C (DCE)
compatible connector, and a C-36 Centronics connector,
The serial baud rate is from 1200 to 115200 bps. (selectable
by DIF Switch). The parallel interface speed for the (hon-
bullered) SXP-320A iz 11.52 KB/sec, for the (buffered) SXP-
3254, itis 1.5 MB/sec.

The units support both hardwate and software (XON/XOFF)
handshaking. Setup is extremely sasy, All that is involved
1 selling the DIP Switch and connecting the cables.
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DIP-SW
Features

* DIP Switch Sets Data Direction

* Built In Buffer for Efficient Operation (SXP-325A)
* Both Hardware and XON/XOFF Handshaking

* BEasy Installation

* Compact Size

Installation
Switch Configuration Overview:

The SXP-320A/325A is configured by setting an eight
segment DIP Switch as [ollows:
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An explanation of each DIP Switch setting is given below.

Note: 1. When the segment is s2l in the direction of the
arrow, it 1s ON.

Z. In mach table, the detault setting 15 highlighted
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